
 

  

BM-Vessel Specification-196 Version 1.0 

TECHNICAL SPECIFICATIONS 
BUILT: Strategic Marine, Singapore, 2013 
HULL: Steel 

CLASSIFICATION 
CLASSIFICATION: DCV 1B & 2B 
FLAG: AUSTRALIAN 
TRADING AREA: Coastal Waters Within 100nm 
CALL SIGN: VJN4337 
M&H NUMBER: 6928 

DIMENSIONS 
LENGTH OVERALL: 23.95m 
BEAM: 8.8m 
MEASURED DEPTH: 3.02m 
DRAFT: 1.8m 
DECK AREA: 9x 7.5m 
DEADWEIGHT: 64.7t 

MACHINERY 
PROPULSION: Twin Screw 
MAIN ENGINES: 2x Yanmar V12-AYM 
TOTAL POWER (kW): 2x 1030kW @ 1900rpm 
GENERATOR: 1x Yanmar 4tnv98 

SPEED AND CONSUMPTION 
FULL OPERATION: 25kts @ 400L/hr 
ECO OPERATION: 19kts @ 300L/hr 
BOLLARD PULL: 15t 
IN PORT: 125L/day 
RANGE: Approx. 660nm 
 
 
 
 

 

CAPACITIES 
FUEL: 12m3 
WATER: 1m3 
LUBE OIL: 0.8m3 
DIRTY OIL: 0.4m3 
CLEAR DECK: 97m2 
DECK LOAD RATING: 10m3 
CARGO: 40t 

CARGO DISCHARGE PUMPS 
FUEL CARGO: 12m3 
FRESHWATER: 1m3 

COMMUNICATIONS EQUIPMENT 
AIS: DA-50 Class ‘B’ 
GPS: 1x Furuno Gp-150 
AUTOPILOT  
ECHO SOUNDER: Furuno FCV-585 
CHART PLOTTER: Maxsea 
RADAR FURUNO: JRC 48 Mile 
RADIOS: HF ICOM Ic-m801e 
 VHF ICOM m-505 
COMPASS: 1x Magnetic Barcelona 
SEARCHLIGHT  

ACCOMMODATION 
BERTHS: 4 
TOTAL PASSENGERS: 1b (20 Passengers), 2b (12 

Passengers). Can be increased to 
25 Passengers + 3 Crew.  

FEATURES: Fully Air-Conditioned, Galley, 
Laundry & Sanitary Facilities. 

 

 

 

VESSEL: 
 

TEMPEST  
 
CLASSIFICATION: 

Crew Transfer/Utility/Survey/ 
Supply/Environmental 
Vessel 
 


